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LED MODULE CATALOGUE
01. Indoor LED Module

P5 indoor led module

P4 indoor led module

P3 indoor led module
P2.5 indoor led module
P2 indoor led module
P1.875 indoor led module

02. Outdoor LED Module

P10 outdoor led module
P8 outdoor led module
P6 outdoor led module
P5 outdoor led module
P4 outdoor led module
P3 outdoor led module
P2.5 outdoor led module

03. Flexible LED Module

P4 Flexible indoor led module

P3 Flexible indoor led module
P2.5 Flexible indoor led module
P2 Flexible indoor led module
P1.875 Flexible indoor led module
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01. Indoor LED Module

P5SMD2121 INDOOR P4 SMD2121 INDOOR P3 SMD2121 INDOOR

320*160mm / 160*160mm 320*160mm / 256*128mm 192*192mm

64*64 dots/32*32 dots 80*50 dots/64*32 dots 111111dots /sqm
40000 dots/sqm 62500 dots/sqm 64*64 dots
900 nits 900 nits 900 nits

P2.5 SMD2121 INDOOR P2 SMD1515 INDOOR P1.875 SMD1515 INDOOR

320*160mm / 160*160mm 256*128mm 240*240 mm
12864 dots/ 64764 dots 250000 dots/sqm 284444 dots/sqm
160000 dots/sqm 128%64 dots 128128 dots

800 nits 800 nits 800 nits
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02. Outdoor LED Module
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P10 SMD3535 OUTDOOR P8 SMD3535 OUTDOOR

320*160mm 256*128mm
3216 dots 32716 dots

10000 dots/sqm 15625 dots/sqm
5500 nits 5500 nits

P6 SMD3535 OUTDOOR

192*192 mm
32*32 dots
27777 dots/sqm
5500 nits

P5 SMD2727 OUTDOOR P5 SMD1921 OUTDOOR

320*160mm / 160*160mm 320*160mm / 160*160mm
64*32 dots/ 32*32 dots 64*32 dots/ 32*32 dots
40000 dots/sqm 40000 dots/sqm

5500 nits 5000 nits

LEKLED 4

P4 SMD1921 OUTDOOR

256*128 mm
64*32 dots
62500 dots/sqm
5000 nits
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02. Outdoor LED Module

P4 SMD1921 OUTDOOR

320*160mm
80750 dots
160000 dots/sqm
4500 nits

LEKLED

P3 SMD1921 OUTDOOR P2.5 SMD1414 OUTDOOR

192*192 mm 160*160 mm
64764 dots 6464 dots
111111 dots/sqm 160000 dots/sqm
4500 nits 4500 nits
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P4 SMD2121 INDOOR P3 SMD2121 INDOOR  P2.5 SMD2121 INDOOR

240*120mm / 256*128mm 240*240 mm 240*120mm / 32*160mm
60*30 dots/64*32 dots 111111dots/sqm 96*48 dots/ 128*64 dots
62500 dots/sqm 80*40 dots 160000 dots /sqm

900 nits 900 nits 800 nits

P2 SMD1515 INDOOR P1.875 SMD1515 INDOOR

240*120mm/ 256*128mm
120*60 dots/ 128*64 dots
250000 dots /sqm

800 nits

LEKLED

240*120 mm
128*64dots
284444 dots/sqm
800 nits
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04, GOB LED MODULE Normal LED Module ~ GOB LED Module

GOB is the abbreviation of Glue on board.

It is a kind of packaging technology. It is a technology to solve

the problem of LED lamp protection.

It uses an advanced new transparent material to package the
substrate and its LED package unit to form effective protection.
This material not only has ultra-high transparency, but also has
superior thermal conductivity.

The GOB can be adapted to any harsh environment with a small
gap to achieve true moisture, water, dust, impact and UV
resistance.

Compared with the traditional SMD, it is characterized by high
protection, moisture proof, waterproof, anti-collision and anti-
UV. It can be applied to more harsh environments and avoid
large-scale dead lights and lights.

Compared with COB, it is characterized by simpler

maintenance, lower maintenance cost, larger viewing angle, and

180 degree horizontal viewing angle and vertical viewing angle.

The production steps of the GOB series new products are roughly divided into 3 steps:

1. Choose the best quality materials, lamp beads, industry ultra-high brush IC solutions, high quality LED chips
2. After the product is assembled, aging for 72 hours before GOB filling, the lamp is tested
3. After the GOB is filled, it will be aged for another 24 hours to confirm the product quality again.

GOB technology can be applied to all indoor LED Modules. Price calculated
according to the order quantity.
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